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BIORETENTION OUTLET
STRUCTURE

667

OUTLET RIM ELEVATION

PER PLAN SEE NOTE 3

ROUND BEEHIVE GRATE

PER NEENAH FOUNDRY

R-4351-N OR APPROVED

EQUAL

12" PVC RISER

SCH 40

12"X12"X6" PVC TEE

SCH 40

2" SCREENED WOOD

CHIP MULCH

PER 9-14.4 (9)

FROM

BIORETENTION CELL

6" SLOTTED UNDERDRAIN

PIPE SEE STD DETAIL 655

BIORETENTION

UNDERDRAIN SEE

STD DETAIL 655

OUTLET PIPE

12"X12"X12" PVC TEE

SCH 40

12" MIN SUMP

PVC CAP

OUTLET IE, PER PLANS

NOTES:

1. ALL FITTINGS TO BE RUBBER GASKETED.

2. ALL PVC RISERS AND FITTINGS INSTALLED ABOVE GRADE SHALL

HAVE PROTECTIVE ULTRAVIOLET COATING, OPAQUE LATEX WATER

BASED PAINT OR APPROVED EQUAL.

3. OUTLET RIM 3 INCH MINIMUM BELOW ADJACENT PAVEMENT OF

SIDEWALK.

NTS

OUTLET STRUCTURE
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